
SAFE WORK METHOD STATEMENT (SWMS)
Business name

Document: SWMS-001   Rev 1

Prepared: __________

Review by: __________

1. BUSINESS AND JOB DETAILS

Business (PCBU) ABN

Business address Contact

Job Project / job number

Site address Client

Principal contractor Principal contractor
contact

Start date Duration

Working hours 7:00 am to 3:30 pm Trade Roofing

Person responsible for
compliance

Prepared by

Approved by Competent person

Principal designer HSE F10 notification

PC's WHS management
plan / site rules

Given to principal
contractor

Consulted in preparing it Regulator

2. HIGH RISK CONSTRUCTION WORK COVERED BY THIS SWMS

Risk of a person falling more than 2 metres Work on or near chemical, fuel or refrigerant lines

Work on a telecommunication tower Work on or near energised electrical installations or services

Demolition of an element of a structure that is load-bearing or related to its physical
integrity

Work in an area that may have a contaminated or flammable atmosphere

Likely to involve disturbing asbestos Work involving tilt-up or precast concrete elements

Structural alterations or repairs that require temporary support to prevent collapse Work on, in or next to a road, railway, shipping lane or other traffic corridor in use by traffic other than
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pedestrians

Work in or near a confined space Work in an area with movement of powered mobile plant

Work in or near a shaft or trench with an excavated depth greater than 1.5 metres Work in an area with artificial extremes of temperature

Work in or near a tunnel Work in or near water or other liquid that involves a risk of drowning

Use of explosives Diving work

Work on or near pressurised gas distribution mains or piping

3. JOB STEPS, HAZARDS AND CONTROLS

# Job step Hazards Risk before Controls Risk after Responsible
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# Job step Hazards Risk before Controls Risk after Responsible

Risk key: risk = likelihood x consequence on a 5 x 5 matrix. Low, Medium, High, Extreme. Work must not start while the risk after controls is high or above. Controls are listed in order of the hierarchy of control: Eliminate, Substitute,
Isolate, Engineering, Administrative, PPE.

4. PPE AND PERMITS

Required PPE Permits and plans

5. PLANT AND EQUIPMENT

Plant / equipment Licence or training needed Inspection needed Rego / ID Last inspected Certificate / report

6. CREW COMPETENCY, TICKETS AND LICENCES
Crew listed at sign-on below, with ticket and licence numbers.

7. HAZARDOUS CHEMICALS

Product Main hazard Controls SDS location
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Product Main hazard Controls SDS location

8. EMERGENCY ARRANGEMENTS

Emergency number 000 Site address for
emergency services

Nearest hospital Assembly point

First aider First aid kit In the work vehicle

Fire extinguisher In the work
vehicle

Alarm and evacuation Shout for help and stop work. Make the area safe and go to the assembly point. Call the emergency number and send
someone to meet the ambulance.

Rescue plan Working alone check-in

BYDA reference Asbestos information

Lift plan Reporting incidents Notify the regulator immediately of any notifiable incident and preserve the site.

Other

9. IMPLEMENTING, MONITORING AND REVIEWING THE CONTROLS

How they are put in place Controls are set up before the work starts. The
person responsible explains this SWMS to every
worker before they start, and workers sign to
confirm they understand it.

How they are monitored The person responsible checks the controls are in place before work starts each day
and during the work, and talks to the workers about any problems. Stop work and
review this SWMS if the work changes, the controls are not working, after any
incident, or if a worker raises a concern.

When it is reviewed Reviewed when the work or site changes, after
any incident, if a control is not working, or if a
worker or health and safety representative asks.

Legal basis: Work Health and Safety Regulations 2011, Part 6.3 (Victoria: OHS Regulations 2017). A SWMS must be prepared before any high risk construction work starts. It must list the high
risk work, the hazards and risks, the control measures, and how those controls will be put in place, monitored and reviewed. It must be easy for the workers to read and understand.

Keep this SWMS, and every revised version, until the high risk construction work is finished, where workers and inspectors can see it on site. If a notifiable incident happens during the work, keep
it for at least 2 years after the incident.
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10. REVIEW AND AMENDMENT RECORD

Rev Date By What changed

1 First issue
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11. SIGN-OFF

Name Signature Date

Prepared by

Person responsible (supervisor)

Principal contractor review Accepted for use: Yes / No

By signing below, each worker confirms they were consulted on and have read and understood this SWMS, and will follow it. If the work cannot be done as this SWMS says, stop as soon as it is
safe and do not restart until the SWMS is reviewed.

Name Role / company Tickets / licences Inducted Signature Date
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Name Role / company Tickets / licences Inducted Signature Date
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